ALL TOP RAILS CONSIST OF LIGHT STEEL GALV. 1" NPS O.D. 1.32" OR 1-1/4" SCH.40 ALUMINUM

PICKET ~ 3/4" NPS SCH. 80 (TYP.)

POST ~ Ø=1.90" O.D. TYP.

ALL POST CONSIST OF HEAVY STEEL OR ALUMINUM.
STEEL 1" SCH.40, O.D.=1.32 OR STEEL 1-1/4" SCH.40, O.D.=1.66 OR ALUMINUM 1.80" O.D.

ALL RAILS CONSIST OF HIGH IMPACT POLYMER PIPE, 0.26" WALL OR 1-1/4" SCH 40, O.D.=1.66 ALUMINUM.

EQUAL CLEAR OPENING @ PICKETS =3-5/8"

STEEL

1.90" O.D. HIGH IMPACT POLYMER PIPE

GALVANIZED STEEL PIPE SCH. 40 OR 1.80" ALUMINUM

3/4" X 1-1/2" STAINLESS STEEL HEX HEAD CAP SCREW

7/8" FLAT WASHER

7/8" LOCK WASHER

FISHMOUTH FITTING

ALUMINUM

1.90" O.D. HIGH IMPACT POLYMER

5/16" STAINLESS STEEL SET SCREW

3/4" FLAT WASHER

3/4" LOCK WASHER

FISHMOUTH FITTING

2400 SERIES SAFETY RAIL

SÄFTRON MANUFACTURING